City of Hermitage, 800 N. Hermitage Road, Hermitage, PA 16148 Phone 724-981-0800

Process to Apply For and Issue Construction Permit Application

SWIMMING POOLS, SPAS AND HOT TUBS

1. Applicant receives a Construction Permit application packet.

2. Applicant submits: Completed and signed Construction Permit application.
Workers” Compensation Certificate or Affidavit of Exemption.
Site plan and any other required site information.
Two (2) sets of complete building plans (if applicable), no larger than 36” x 48”, and
specifications as necessary to illustrate compliance with the Uniform Construction
Code.
Plan review fee, if applicable.

3. Building Department reviews submission for completeness and correct plan review fee.
a. If application is complete: Application is accepted and assigned a permit number.
Receipt is issued for plan review fee.

b. If application is incomplete: Application is returned to applicant for corrections or held in Building
Department until all required information is submitted.

4. Building Department reviews site plan, subdivision, land development, zoning and all other related requirements.
a. If zoning and site requirements are approved: Zoning Official signs application and forwards
to Plan Examiner for UCC compliance review.

b. If zoning and site requirements are not approved: Applicant will be advised by Zoning Official
and application will be returned.

5. Plan Examiner reviews building plans for UCC compliance and determines Construction Permit fee.
a. If plans are approved: Plan Examiner signs Construction Permit application.
Both sets of plans are stamped “Approved”. (One set remains on file at
City Building and one set is to be kept at project site.)
Construction Permit application is forwarded to Building Code Official.

b. If plans are not approved: Plan Examiner notifies Building Department. Applicant is advised and
building plans are returned to applicant.

6. Building Code Official approves or denies application. Building Code Official signs application if approved.
Building Code Official must take action within 15 business days from date of Zoning Official approval.
7. Applicant pays permit fee — check made payable to City of Hermitage.

8. Applicant is issued Construction Permit and one (1) set of stamped building plans.



City of Hermitage, 800 North Hermitage Road, Hermitage, PA 16148
Phone 724-981-0800 « Fax 724-981-2008 « www.hermitage.net

Construction Permit Application Submittal Requirements

SWIMMING POOLS
(In-ground or Above-ground - Water depth greater than 24 inches)

SPAS AND HOT TUBS
(Water depth greater than 24 inches)

e Please read all of the following information.
e The following is a checklist. You must have a “checkmark” in all sections listed below
prior to submitting your application.

“Certificate of Insurance” If you are hiring a contractor to construct your pool, spa or hot
tub and they have workers’ compensation, the contractor or their insurance carrier must provide
this certificate showing proof of coverage.

—-0OR-

“Affidavit of Exemption” (form enclosed) If the homeowner or a contractor without
workers’ compensation is constructing the pool, spa or hot tub, the enclosed form must be
completed, notarized and submitted.

A site plan showing the proposed pool, spa or hot tub location including the distances in
feet to the front, side, and rear property lines.

Two (2) sets of complete construction documents that show in detail code compliance for
all of the work proposed, to include but not limited to the following information:

Safety barrier — show type for your specific pool installation, (fence, walls, etc.)
including height.

If installing deck at pool — take submittal requirements for deck also.

Electrical service (pump, filter, receptacles, etc.) — show location and type of
wiring method.

N/A _ Plan Review Fee — Check made payable to City of Hermitage
Completed Construction Permit application.

City of Hermitage will review plans submitted to determine code compliance. If the minimum
submittal requirements are not met, we will ask the applicant to supply additional information. If
the minimum requirements are met, the plans will be marked “Approved”. A Construction
Permit will be issued, and the applicant will be notified of the permit fees and when they can
pick up the permit at the Municipal Building. All fees shall be paid prior to issuance of the
permit. Please observe the inspection procedures provided to have all of the required inspections
performed.

Rev. 8/14/2008



City of Hermitage, 800 North Hermitage Road, Hermitage, PA 16148
Phone 724-981-0800 e Fax 724-981-2008 e www.hermitage.net

INSPECTION PROCEDURES

SWIMMING POOLS, SPAS AND HOT TUBS

e Construction permit must be posted on the site of the work and clearly visible from the
road until completion of the project.

e Your approved plans must be available at all times for inspections. These are the plans
that were submitted with your application and were marked “Approved” by the Building
Code Official.

e The permit applicant or authorized agent is responsible for scheduling all inspections.
e To schedule an inspection call the inspector listed below.
e DO NOT schedule an inspection if the work is not ready!!!!

MINIMUM OF 24 HOUR NOTICE REQUIRED TO THE APPROPRIATE
INSPECTOR LISTED BELOW

ALL POOLS:

1. Setback Inspection — To be done after staking out structure layout, prior to digging footer.
Inspector: City of Hermitage Phone 724-981-0800

2. Electrical Inspection — A. Bonding all metal parts (rebar if concrete, ladder, etc.)
associated with pool. B. Underground to be inspected prior to cover.
Inspector: City of Hermitage Phone 724-981-0800

3. If Installing Deck Around Or Next To Pool — Use inspection procedure for decks also.
Inspector: City of Hermitage Phone 724-981-0800

4. Safety Barrier Inspection — Done prior to filling pool with water.
Inspector: City of Hermitage Phone 724-981-0800

5. Final Electrical Inspection.
Inspector: City of Hermitage Phone 724-981-0800

Rev. 7/1/2008





















SWIMMING POOLS

can reach the Juminaire for relamping, maintenance, or
inspection while on the deck or equivalently dry location.

E4106.6 Dry-niche luminaires. Dry-niche luminaires shall be
provided with provisions for drainage of water and means for
accommodating one equipment grounding conductor for each
conduit entry. Junction boxes shall not be required but, if used,
shall not be required to be elevated or located as specified in
Section E4106.9 if the luminaire is specifically identified for
the purpose.

E4196.7 No-niche luminaires. No-niche luminaires shall be
listed for the purpose and shall be installed in accordance with
the requirements of Section E4106.5. Where connection to a
forming shellis specified, the connection shall be to the mount-
ing bracket.

E4106.8 Through-wall lighting assembly. A through-wall
lighting assembly shall be equipped with a threaded entry or
hub, or a nonmetailic hub, for the purpose of accommodating
the termination of the supply conduit. A through-wall lighting
assembly shall meet the construction requirements of Section
[4105.4 and be installed in accordance with the requirements
of Section E4106.5 Where connection to a forming shell is
specified, the connection shall be to the conduit termination
point.

E4106.9 Junction boxes and enclosures for transformers or
ground-fault circuit interrupters. Junction boxes for under-
water luminaires and enclosures for transformers and
ground-fault circuit-interrupters that supply underwater
luminaires shall comply with the following:

E4106.9.1 Junction boxes. A junction box connected to a
conduit that extends directly to a forming shell or mounting
bracket of a no-niche luminaire shall be:

1. Listed as a swimming pool junction box;

2. Equipped with threaded entries or hubs or a nonme-
taltic hub;

3. Constructed of copper, brass, suitable plastic, or other
approved corrosion-resistant material;

4. Provided with electrical continuity between every
conpected metal conduit and the grounding terminals
by means of copper, brass, or other approved corro-
sion-resistant metal that is integral with the box; and

5. Located not less than 4 inches (102 mm), measured
from the inside of the bottom of the box, above the
ground level, or pool deck, or not less than § inches
(203 mm) above the maximum pool water level,
whichever provides the greatest elevation, and shall
be located not less than 4 feet (1219 mm) from the
inside wall of the pool, unless separated from the pool
by a solid fence, wall or other penmanent barrier.
Where used on a lighting system operating at 15 volts
or less, a flush deck box shall be permitted provided
that an approved poiting compound is used to fill the
box to prevent the entrance of moisture; and the flush
deck box is located not less than 4 feet (1219 mm)
from the inside wall of the pool.

E4106.9.2 Other enclosures. An enclosure for a trans-
former, ground-fault circuit-interrupter or a similar device
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connected to a conduit that extends directly to a forming
shell or mounting bracket of a no-niche luminaire shall be:

1. Listed and labeled for the purpose, comprised of cop-
per, brass, suitable plastic, or other approved
corrosion-resistant material;

2. Equipped with threaded entries or hubs or a nonme-
tallic hub,

3. Provided with an approved seal, such as duct seal at
the conduit connection, that prevents circulation of air
between the conduit and the enclosures;

4. Provided with electrical continuity between every
connected metal conduit and the grounding terminals
by means of copper, brass or other approved corro-
sion-resistant metal that is integral with the enclo-
sures; and

5. Located not less than 4 inches (102 mm), measured
from the inside bottom of the enclosure, above the
ground level or pool deck, or not less than 8 inches
(203 mm) above the maximum pool water level,
whichever provides the greater elevation, and shall be
located not less than 4 feet (1219 mm) from the inside
wall of the pool, except where separated from the pool
by a solid fence, wall or other permanent barrier.

E4106.9.3 Protection of junction bexes and enclosures,
Junction boxes and enclosures mounted above the grade of
the finished walkway around the pool shall not be located in
the walkway unless afforded additional protection, such as
by location vnder diving boards or adjacent to fixed struc-

fures.

E4106.9.4 Grounding terminals. Junction boxes, trans-
former enclosures, and ground-fault circuit-interrupter
enclosures connected to a conduit that extends directly 1o a
forming shell or mounting bracket of a no-niche luminaire
shall be provided with grounding terminals in a quantity not
less than the number of conduit entries plus one.

E4106,9.5 Strain relief, The termination of a flexible cord
of an underwater luminaire within a junction box, trans-
former enclosure, ground-fault circuit-interrupter, or other
enclosure shall be provided with a strain relief.

E4106.10 Underwater audio equipment. Underwater audio
equipment shall be identified for the purpose.

E4106,18.1 Speakers, Each speaker shall be mounted in an
approved metal forming shell, the {ront of which is enclosed
by a captive metal screen, or equivalent, that is bonded fo
and secured to the forming shell by a positive locking device
that ensures a low-resistance contact and requires a tool to
open for installation or servicing of the speaker. The form-
ing shell shall be installed in a recess in the wall or floor of

the pool.

E4106.10.2 Wiring methods. Rigid metal conduit or inter-
mediate metal conduit of brass or other identified corro-
sion-resistant metal, rigid nonmetallic conduit, or liguid
tight flexible nonmetallic conduit (LENC-B) shall extend
from the formung shell to a suitable junction box or other
enclosure as provided in Section E4106.9. Where rigid non-
metallic conduit or liquid tight flexible nonmetallic conduit
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is used, an 8 AWG solid or stranded insulated copper bond-
ing jumper shall be installed in this conduit with provisions
for terminating in the forming shell and the junction box.
The termination of the 8 AWG bending jumper in the form-
ing shell shall be covered with, or encapsulated in, a suitable
potting compound to protect such connection from the pos-
sible deteriorating effect of pool water.

E4106,10.3 Forming shell and metal screen, The forming
shell and metal screen shall be of brass or other approved
corrosion-resistant metal. AH forming shells shall include
provisions for terminating an 8 AWG copper conductor.

E4106.11 Electrically operated pool covers. The electric
motors, controllers, and wiring for pool covers shall be located
not less than 5 feet (1524 mm) from the inside wall of the pool
except where separated from the pool by a wall, cover, or other
permanent barrier. Electric motors installed below grade level
shall be of the totally enclosed type. The electric motor and
controller shall be connected 1o a circuit protected by a
ground-fault circuit-interrupter. The device that controls the
operation of the motor for an electricaily operated pool cover
shall be located so that the operator has full view of the pool.

E4106.12 Electric pool water heaters. All electric pool water
heaters shall have the heating elements subdivided into loads
not exceeding 48 amperes and protected at not more than 60
amperes. The ampacity of the branch-circuit conductors and
the rating or setting of overcurrent protective devices shall be
not less than 125 percent of the total nameplate load rating.

E4106.13 Pool area heating, The provisions of Sections
E4106.13.1 through E4106.13.3 shall apply to all pool deck
areas, including a covered pool, where electrically operated
comfort heating units are installed within 20 feet (6096 mm) of
the inside wall of the pool.

E4106.13.1 Unit heaters. Unit heaters shall be rigidly
mounted to the structure and shall be of the totally enclosed
or guarded types. Unit heaters shall not be mounted over the
pool or within the arca extending 5 feet (1524 mm) horizon-
tally from the inside walls of a pool.

E4166.13.2 Permanently wired radiant heaters. Electric
radiant heaters shall be suitably guarded and securely fas-
tened to their mounting devices. Heaters shall nol be
installed over a pool or within the area extending 5 feet
(1524 mm) horizontally from the inside walls of the pool
and shall be mounted not less than 12 feet (3658 mm) verti-
cally above the pool deck.

E4106.13.3 Radiant heating cables prohibited. Radiant
heating cables embedded in or below the deck shall be pro-~
hibited.

E4106.14 Double insulated pool pumps. A listed
cord-and-plug-connected pool pump incorporating an
approved system of double inswolation that provides a means for
grounding only the internal and nonaccessible, non-cur-
rent-carrying metal parts of the pump shall be permitied to be
used with permanently installed swimming pools. Branch cir-
cuit wiring to the pump shall comply with Section E4102.3.
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SWIMMING POOLS

SECTION E4107
STORABLE SWIMMING POOLS

E4107.1 Pumps. A cord-connected pool filter pump for use
with storable pools shall incorporate an approved system of
double insulation or its equivalent and shall be provided with
means for grounding only the internal and nonaccessibie
noncurrent-carrying metal parts of the appliance.

The means for grounding shall be an equipment grounding
conductor run with the power-supply conductors in a flexible
cord that is properly terminated in a grounding-type attach-
ment plug having a fixed grounding contact,

E4107.2 Ground-fault circuit-interrupters required, Elec-
trical equipment, including power-supply cords, used with
storable pools shall be protected by ground-fault circuit-inter-
rupters. All 125-volt receptacles located within 20 feet (6.0 m)
of the inside walls of a storable pool shall be protected by a
ground-fault circuit interrupter. In determining these dimen-
sions, the distance to be measured shall be the shortest path that
the supply cord of an appliance connected to the receptacle
would follow without passing through a floor, wall, ceiling,
doorway with hinged or sliding door, window opening, or other
effective pennanent barrier.

E4107.3 Luminaires. Luminaires for storable pools shall not
have exposed metal parts and shall be listed for the purpose as

an assembly. In addition, luminaires for storable pools shall
comply with the requirements of Section E4107.3.1 or

E4107.3.2.
E4107.3.1 Fifteen (15) volts or less. A luminaire installed
in or on the wall of a storabie pool shall be part of acord- and
plug-connected lighting assembly. The assembly shall:

. Have a luminaire lamp that operates at 15 volts or
less;

2. Have an impaci-resistant polymeric lens, luminaire
body, and transformer enclosure;

3. Have a wansformer meeting the requirements of section
E4106.1 with a primary rating not over 150 volts; and

4. Have no exposed metal parts.

E4107.3.2 Not over 150 volts. A lighting assembly without
a transformer, and with the luminaire lamp(s) operating at
not over 150 volts, shall be permitted to be cord- and
plug-connected where the assembly is listed as an assembly
for the purpose and complies with all of the following:

I. It has an impact-resistant polymeric lens and
luminaire body.

2. A ground-fault circuit interrupter with open neutral
protection is provided as an integral part of the assem-
bly.

3. The luminaire lamp is permanently connected to the
ground-fault circuit interrupter with open-neutral
protection.

4. Itcomplies with the reguirernents of Section E41006.4,

5. It has no exposed metal parts.

E4107.4 Receptacle locations. Receptacles shall be not less
than 10 feet (3.0 m) from the inside walls of a pool. In deter-
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SWIMMING POOLS

mining these dimensions, the distance to be measured shall be
thie shortest path that the supply cord of an appliance connected
10 the receptacle would follow without passing through a floor,
wall, ceiling, doorway with hinged or sliding door, window
opening, or other effective permanent barrier.

SECTION E4108
SPAS AND HOT TUBS

E4108.1 Ground-fault circuit-interrupters. The ocutlet(s)
that supplies a self-contained spa or hot tub, or a packaged spa
or hot tub equipment assembly, or a field-assembled spa or hot
tub with a heater load of 50 amperes or less, shall be protected
by a ground-fault circuit-interrupter.

A listed self-contained unit or listed packaged equipment
assembly marked to indicate that integral ground-fault circuit-
interrupter protection is provided for all electrical parts within
the unit or assembly, including pumps, air blowers, heaters,
luminaires, controls, sanitizer generators and wiring, shall not
require that the outlet supply be protected by a ground-fault cir-
cuif interrupter,

A combination pool/hot tub or spa assembly commonly
bonded need not be protected by a ground-fault circuit inter-
ropter.

E4108.2 Electric water heaters. Electric spa and hot b water
heaters shall be listed and shall have the heating elements sub-
divided into loads not exceeding 48 amperes and protected at
not more than 60 amperes. The ampacity of the branch-circuit
conductors, and the rating or setting of overcurrent protective
devices, shall be not less than 125 percent of the lotal name-
plate load rating.

E4108.3 Underwater audio equipment. Underwater andio
equipment used with spas and hot tubs shall comply with the
provisions of Section E4106.10.

£4108.4 Emergency switch for spas and hot tubs. A clearly
labeled emergency shutoff or control switch for the purpose of
stopping the motor(s) that provides power to the recirculation
system and jet system shall be installed at a point that is readily
accessible 1o the users, adjacent to and within sight of the spa or
hot tub and not less than 5 feet (1.5 m) away from the spa or hot
tub. This requirement shall not apply to single-family dwell-

ings.

SECTION E4109
HYDROMASSAGE BATHTUBS

E4109.1 Ground-fault circuit-interrupters. Hydromassage
bathtubs and their associated electrical components shall be
protected in accordance with Section E4108. All 125-volt, sin-
gle-phase receptacles not exceeding 30 amperes and located
within 5 feet (1524 mm) measured horizontally of the inside
walls of a hydromassage teb shall be protected by a
ground-fault circuit interrupter(s).

E4109.2 Other electric equipment. Luminaires, switches,
receptacles, and other electrical equipment located in the same
room, and not directly associated with a hydromassage bath-
tub, shall be installed in accordance with the requirements of
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this code relative 1o the installation of electrical equipment in
bathrooms.

E4109.3 Accessibility. Hydromassage bathtub electrical
equipment shall be accessible without damaging the building
structure or building finish.

E4169.4 Bonding. All metal piping systems and all grounded
metal parts in contact with the circulating water shall be
bonded together using a solid copper bonding jumper, insu-
lated, covered, or bare, not smaller than 8 AWG.
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CONTRACTORS

BEFORE YOU
DIG

STOP

Phone 800/242-1776

FOR ALL PROJECTS
IN PENNSYLVANIA

Pennsylvania One Call System

hational fuel

Call

Planning to install a pool, build an addition to your house,

Befo or any other project that involves a major digging effort?
You could share responsibility for the results of an
You Dig accidental utility line dig-up and put your own safety at
9 risk. That's a costly proposition, especially when personal

injury, property damage and service interruption are

Drill or involved.

BlaSt' Get your project off to a safe start before you dig
L] by calling the Pennsylvania One-Call System.

When you call the toll-free “800" number, the service
contacts member utilities, requesting the location of their
underground lines.

Please call at least three working days before you dig
and make prevention your priority.

national fuel

Pennsylvania One Call System

1-800-242-1776



CITY OF HERMITAGE RESIDENTIAL | [ PERMIT NUMBER |
800 North Hermitage Road ¢ Hermitage, PA 16148
Phone: 724-981-0800 e Fax: 724-981-2008 ¢ www.hermitage.net CONSTRUCTION PERMIT
APPLICATION
NOTE: THIS PERMIT IS NOT VALID UNTIL ISSUED BY BUILDING CODE OFFICIAL
and PERMIT NUMBER IS ASSIGNED (Long Form)
PAGES 1 & 2 TO BE COMPLETED BY APPLICANT - MUST BE COMPLETED IN INK & CONTAIN ORIGINAL SIGNATURES

APPLICANT INFORMATION Property Owner is current holder of legal title to the land according to current tax records

Property Owner Name: Phone:
Address: Cell:
Fax:
Email:
Contractor Name: Phone:
Address: Cell:
Fax:
PA Registration No.: Email:
Applicant Name: Phone:
Company: Cell:
Address: Fax:
Email:
CONSTRUCTION INFORMATION check all that apply
Construction Type (provide detailed explanation of project in Construction Description be/ow)
|:| New Principal Structure |:| Interior Alterations |:| Deck |:| Basement:|:| Finished
Manufactured [ unfinished
O Industrialized I{iome [ shed [0 Detached Accessory Structure [0 crawl space
[] suilding Addition [] Garage: [] Attached [0 swimming Pool, Spa, Hot Tub  [] Other
D Unattached
Construction Value of Project: $ (Required)

Construction Site Address:

Construction Description:

(e.g., house, condominium, addition for bathroom, convert garage to living room, roof over existing porch, etc.)

SITE PLAN [] vEs, site plan attached O no, not applicable
NOTE: ALL permit applications for new structures or additions to existing structures MUST include a to-scale site plan showing:
1) all property dimensions, 2) the EXACT location of all existing structures on the subject parcel, 3) dimensions of all existing &
proposed structures/additions, 4) setback dimensions (to all front, rear, & side yards) of all existing & proposed structures/
additions. Failure to submit an accurate site plan will result in rejection of the application until an accurate site plan is provided.

WORKER’S COMPENSATION INFORMATION Must submit one of the following before permit is issued
|:| Certificate of Worker’s Compensation Insurance attached |:| Complete Affidavit of Exemption attached

ACKNOWLEDGMENT 1 certify that I am the property owner or that I have the property owner’s authorization to complete this application, and I hereby

agree and confirm that all of the statements contained within this Construction Permit Application are true and correct, and that all accompanying sets of plans
and specifications truly and correctly set forth the extent and character of the work outlined herein, and that the accompanying site plan (if applicable) truly and
correctly represents the above described property and ALL existing structure(s) (if any), or addition(s) to a structure (if any) for which this application for a
Construction Permit has been made. I further agree to abide by any other applicable local, state and federal regulations that may pertain to this application.
EXPIRATION: I understand that this permit becomes invalid unless the authorized construction work begins within 180 days after permit’s issuance or if the
authorized construction work permit is suspended or abandoned for 180 days after the work has commenced. A permit holder may submit a written request for
an extension of time to commence construction for just cause. The Building Code Official may grant an extension of time to commence construction in writing.
A permit may be valid for no more than five years from its issue date.

Date:

Signature of Owner or Applicant:

Rev. 7/21/2009 Page 1



PLAN REVIEW FEE Applicant shall calculate plan review fee and enter information into spaces provided
below. City Staff will verify calculations and collect plan review fee at time of application.

There is no plan review fee for the following residential projects: Swimming pools, spas, hot tubs, renovations, repairs, roof shingle
replacements, additions less than 1,000 sq. ft., decks or ramps less than 30” above grade, accessory buildings less than 1,000 sq. ft.

FEE CALCULATION PLAN REVIEW FEE

|:| Residential Building including single-family home,

townhouse, condominium, or other dwelling unit $200.00 per dwelling unit =$

with separate means of egress
[0 Manufactured and Industrialized Housing $100.00 =$
|:| Residential Additions 1,000 square feet or more $100.00 =$
|:| Decks 1,000 square feet or more and 30” or more above grade $100.00 =3
|:| Accessory Building 1,000 square feet or more $100.00 =$

TOTAL PLAN REVIEW FEE = $

LOT INFORMATION - City staff can assist in completion of this section, if needed.

Deed Reference #: Mercer County Parcel #:
Zoning District: Additional Zoning District:
Lot #: Subdivision Name: Plan Key:
Land Development Plan Name: Plan Key:
Lot Dimensions: X X X X X X
X X X X X
Lot Area: square feet Property Located in Floodplain District?: [] Yes, Panel #:_ [ No

STRUCTURE INFORMATION - City staff can assist in completion of this section, if needed.

Proposed Structure #1: Proposed Structure #2: Proposed Structure #3:
(type) (type) (type)
Dimensions:  x _ Stories:  Dimensions: ~ x _ Stories:  Dimensions:  x  Stories:
Square Footage (footprint): Square Footage (footprint): Square Footage (footprint):
Height (to roof peak): Max.: Height (to roof peak): Max.: Height (to roof peak): Max.:
Front Yard Setback: Min.: Front Yard Setback: Min.: Front Yard Setback: Min.:
Rear Yard Setback: Min.: Rear Yard Setback: Min.: Rear Yard Setback: Min.:
Side Yard Setback: Min.: Side Yard Setback: Min.: Side Yard Setback: Min.:
Side Yard Setback: Min.: Side Yard Setback: Min.: Side Yard Setback: Min.:
Total Both Side Min.: Total Both Side Min.: Total Both Side Min.:
Yard Setback: Yard Setback: Yard Setback:
Proposed square footage: + Existing square footage: = Total square footage:
Lot Coverage: % Maximum: %

THIS AREA RESERVED FOR CITY STAFF COMPLETION - APPLICANT DOES NOT WRITE IN THIS AREA

APPLICATION SUBMISSION RECEIVED DATE: TOTAL DUE FOR PLAN REVIEW: $
PLAN REVIEW FEE VERIFIED BY: DATE PAID: RECEIPT #:

APPLICATION RESUBMISSION RECEIVED DATE: TOTAL DUE FOR PLAN REVIEW: $
PLAN REVIEW FEE VERIFIED BY: DATE PAID: RECEIPT #:

Rev. 7/21/2009 Page 2



THIS PAGE RESERVED FOR CITY STAFF COMPLETION - APPLICANT DOES NOT WRITE ON THIS PAGE

OTHER DEVELOPMENT REQUIREMENTS
Are the following required?: [] All of below - Not Applicable

Land Development Plan: |:| Yes, Recording #: |:| N/A
Sewer Connection Info Form: [] Yes, Date Forwarded: | Response in File |:| N/A
Sewer Connection Permit: |:| Yes, Permit #: |:| No, Existing Tap |:| N/A
On-Lot Sewage Disposal: |:| Yes, Permit #: |:| No, Existing System |:| N/A
Street Occupancy Permit:
Driveway |:| City, Date Forwarded: |:| State, Permit in File |:| D N/A
O Drainage O City, Date Forwarded: O State, Permit in File O [ n/a
Street Address Verification: | Yes, Date Forwarded: Address: |:| N/A
NOTES/COMMENTS:
ZONING REVIEW
O Denied, Date:
O Approved, Date:
. . . . Reason:
Deadline date for UCC Review (if applicable)
& BCO Action:
O Not Applicable, Date:
Signature of Signature of
Zoning Official: Zoning Official:

NOTES/COMMENTS:

UCC PLAN REVIEW

|:| Single Family Home (incl. Townhouses & Condos) |:| Swimming Pool, Spa, Hot Tub |:| Plumbing Inspection
|:| Manufactured / Industrialized Home |:| Deck |:| Mechanical Inspection
|:| Building Addition |:| Renovations / Repairs / |:| Electrical Inspection
Interior Alterations
|:| Accessory Structure |:| Building Inspection
(includes Energy & Accessibility)
|:| Other Inspection:
[ penied, Date:
[ Approved, Date:
Reason:
[J Not Applicable, Date:
Signature: Signature:
NOTES/COMMENTS:
APPROVAL BY BUILDING CODE OFFICIAL (BCO) Construction Permit Fee:

Sewer Permit Fee:
UCC Surcharge:

BCO-City of Hermitage:

Receipt #: Driveway/Drainage Permit:

Permit

$
$
$
Date Outstanding Plan Review Fee: $
$
Issue Date: Fee Paid: $ Date Paid: Total Fee for Construction Permit: $
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THIS FORM REQUIRES A NOTARY SEAL

RETURN THIS FORM WITH APPLICATION

AFFIDAVIT OF EXEMPTION

The undersigned affirms that he/she is not required to provide workers’ compensation insurance
under the provisions of Pennsylvania’s Workers” Compensation Law for one of the following
reasons, as indicated:

Property owner performing own work. If property owner does hire contractor to perform
any work pursuant to this construction permit, contractor must provide proof of workers’
compensation insurance to the municipality. Property owner assumes liability for contractor
compliance with this requirement.

Contractor has no employees. Contractor prohibited by law from employing any
individual to perform work pursuant to this construction permit unless contractor provides proof
of insurance to the municipality.

Religious exemption under the Workers’ Compensation Law. All employees of
contractor are exempt from workers” compensation insurance (attach copies of religious
exemption letters for all employees).

Signature of Property Owner or Contractor

County of

Municipality of

Subscribed, sworn to and acknowledged before me
by the above

this day of

20

SEAL

Notary Public





