





City of Hermitage, 800 North Hermitage Road, Hermitage, PA 16148
Phone 724-981-0800 « Fax 724-981-2008 * www.hermitage.net

Construction Permit Application Submittal Requirements

SIGNS

¢  Please read all of the following information.
*  The following is a checklist. You must have a “checkmark” in all sections listed below prior to submitting your

application.
ALL SIGNS REQUIRE:

“Certificate of Insurance” If you are hiring a contractor to construct the sign and they have workers’ compensation,

the contractor or their insurance carrier must provide this certificate showing proof of coverage.
—OR-

“Affidavit of Exemption” (form enclosed) If a business owner or contractor without workers’ compensation is
constructing the sign, the enclosed form must be completed, notarized and submitted.

Completed Construction Permit application.
IN ADDITION:

= FREESTANDING SIGNS REQUIRE:

A site plan showing the proposed location of the sign and the distance from the NEAR EDGE of the
sign to the centerline of the road.

Sign elevations showing the dimensions of the proposed sign.
=  WALL-MOUNTED SIGNS REQUIRE:

Building elevations showing the location of the proposed sign and ALL other signs located in a two-
dimension view of the building wall, including dimensions of the other signs.

The following are exempt from the UCC (state building code) requirements:

Painted, non-illuminated signs

Temporary signs announcing the sale or rental of property

Signs erected by transportation authorities

Projecting signs not exceeding 2.5 square feet

The changing of moveable parts of an approved sign that is designed for such changes, or the repairing or repositioning of
display matter shall not be deemed an alteration.

ALL SIGNS NOT EXEMPTED ABOVE ARE SUBJECT TO UCC REQUIREMENTS AND MUST SUBMIT THE
FOLLOWING ADDITIONAL INFORMATION:

Two (2) complete sets of sealed drawings, including specifications from a registered PA design professional that
show in detail code compliance for all work proposed.

Plan Review Fee — Check made payable to City of Hermitage.

Plan Examiner will review plans submitted to determine code compliance. If the minimum submittal requirements are not
met, we will ask the applicant to supply additional information. If the minimum requirements are met, the plans will be
marked “Approved”. A Construction Permit will be issued, and the applicant will be notified of the permit fees and when
they can pick up the permit at the Municipal Building. All fees shall be paid prior to issuance of the permit. Please observe
the inspection procedures provided to have the required inspections performed.
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City of Hermitage, 800 North Hermitage Road, Hermitage, PA 16148
Phone 724-981-0800 e Fax 724-981-2008 e www.hermitage.net

INSPECTION PROCEDURES

SIGNS

e Construction permit must be posted on the site of the work and clearly visible from the
road until completion of the project.

e Your approved plans must be available at all times for inspections. These are the plans
that were submitted with your application and were marked “Approved” by the Building
Code Official.

e The permit applicant or authorized agent is responsible for scheduling all inspections.
e To schedule an inspection call the inspector listed below.
e DO NOT schedule an inspection if the work is not ready!!!!

MINIMUM OF 24 HOUR NOTICE REQUIRED TO THE APPROPRIATE
INSPECTOR LISTED BELOW

1. Setback Inspection, if applicable. — Near edge of sign must be marked by paint or post.
Inspector: City of Hermitage Phone 724-981-0800

2. Footing Inspection, if applicable.
Inspector: Building Inspection Underwriters, Inc. Phone 1-814-860-8044

3. Framing Inspection, if applicable.
Inspector: Building Inspection Underwriters, Inc. Phone 1-814-860-8044

4. Electrical Inspection, if applicable.
Inspector: Building Inspection Underwriters, Inc. Phone 1-814-860-8044
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CONTRACTORS

BEFORE YOU
DIG

STOP

Phone 800/242-1776

FOR ALL PROJECTS
IN PENNSYLVANIA

Pennsylvania One Call System
national fuel

Call
Before
You Dig,
Drill or

hational fuel

Planning to install a pool, build an addition to your house,
or any other project that involves a major digging effort?

You could share responsibility for the results of an
accidental utility line dig-up and put your own safety at
risk. That's a costly proposition, especially when personal
injury, property damage and service interruption are
involved.

Get your project off to a safe start before you dig

by calling the Pennsylvania One-Call System.

When you call the toll-free “800" number, the service
contacts member utilities, requesting the location of their
underground lines.

Please call at least three working days before you dig
and make prevention your priority.

Pennsylvania One Call System

1-800-242-1776




THIS FORM REQUIRES A NOTARY SEAL
RETURN THIS FORM WITH APPLICATION

AFFIDAVIT OF EXEMPTION

The undersigned affirms that he/she is not required to provide workers’ compensation insurance
under the provisions of Pennsylvania’s Workers® Compensation Law for one of the following
reasons, as indicated:

Property owner performing own work. If property owner does hire contractor to perform
any work pursuant to this construction permit, contractor must provide proof of workers’
compensation insurance to the municipality. Property owner assumes liability for contractor
compliance with this requirement.

Contractor has no employees. Contractor prohibited by law from employing any
individual to perform work pursuant to this construction permit unless contractor provides proof
of insurance to the municipality. '

Religious exemption under the Workers® Compensation Law. All employees of
contractor are exempt from workers’ compensation insurance (attach copies of religious
exemption letters for all employees).

Signature of Property Owner or Contractor

County of

Municipality of

Subscribed, sworn to and acknowledged before me
by the above

this day of
20

SEAL

Notary Public



City of Hermitage, 860 N. Hermitage Road, Hermitage, PA 16148 - Phone 724-981-0800 - FAX 724-981-2008

Please note the attached sign regulations:

e City of Hermitage zoning requirements for signs.

* International Building Code (IBC) requirements for
“gsigns.

If there are any conflicting sections between these two
ordinances, the most restrictive requirement is
applicable. | |




CIY OF HERMITAGE ZONING ORDINANCE
409 SIGNS:1 | SIGN REQUIREMENTS

409.1 NON-CONFORMING SIGNS - Applicable in all Zoning Districts ;

Lawful nonconforming signs, for which a permit has been issued, shall be
permitted to remain until they are removed or replaced, at which time they shall
be required to conform with the requirements of this Ordinance.

409.2 SIGN SETBACKS - Applicable in all Zoning Districts : The following setbacks shall

be applicable in all zoning districts, provided however that no sign shall be
permitted which creates a hazard or visibility obstruction for motorists or
pedestrians.

Side Yard Setback: All signs shall be set back at least 5 feet from a side property line,
except the street side on corner lots, which shall comply with the Front Yard
Setback requirements.

Front Yard Setback: The following setbacks. shall be required from all public streets,
and from private streets which serve as primary access to properties within a
development. If in any case the legal right-of-way of a public street.is greater than -
the following setbacks, then the sign must be placed outside the legal right-of-way.

Setback shall be measured to the edge of the sign nearest to the street.

Setback Category A - Signs setback = 50 feet to centerline:
East State Street from Sharon City line to Freeway

North and South Hermitage Road (entire length)
Freeway (U.S, Route 62) (entire length)

Setback Category B - Sign setback = 40 feet to centerline:
E. State Street from Freeway to Jefferson Township
Highland.Road
North and South Buhl Farm Drive
Broadway Road
N. Kerrwood Drive
Glimcher Boulevard

Setback Category C - Sign setback = 30 feet to centerline:
All other roads.

409.3 CONSTRUCTION STANDARDS - Applicable in all Zoning Districts :

(1) All Signs: All signs are be required to meet the construction and electrical
-standards of the applicable sections of the BOCA National Building Code.

1 Entire Section of 409 repealed and replaced with new Section 409 per Ordinance No. 10-99
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409.4

(2) Permanent Freestanding Signs: A sign constructed in a permanent location

and secured by a concrete or other foundation extending to at least three (3) feet
below finish grade. Sign posts, poles and/or support structures shall consist of
wood, melal or other materials of a dimension no less than 3 1/2” x 3 1/2”.

SIGNS PERMITTED IN ALL DISTRICTS WITHOUT PERMIT: The following
signs shall be permitted in all districts, and no permit shall be required to erect
such signs:

(1) Signs offering the sale or rental of the premises upon which the sign is erected,
provided that the area of any such sign shall not exceed six (6) square feet for
residential properties, and 32 square feet for non-residential properties; and not
more than one (1) such sign shall be placed on the property unless such property
fronts on more than one (1) street, in which case one (1) sign may be erected on
each street frontage. Such signs shall have a maximum height of 6 feet and shall
comply with the minimum setback requirements and maximum height
requirements which would apply to a permanent sign on the same property. Such
signs shall be constructed of a painted or printed solid surface material, and shall
not be changeable copy signs or banner signs.

(2) Temporary signs of contractors, developers, architects, engineers, builders and
artisans, erected and maintained on the premises where the work is being
performed, provided that the area of such sign shall not exceed 6 square feet for
residential properties, and 32 square feet for non-residential properties; and.
provided that such sign shall be removed upon completion of the work. Such
signs shall have a maximum height of 6 feet and shall comply with the minimum
setback requirements and maximum height requirements which would apply to a
permanent sign on the same property. Such signs shall be.constructed of a painted
or printed solid surface material, and shall not be changeable copy signs or banner

signs.

(3) No trespassing signs; signs indicating the private nature of a road; driveway-or
premises, signs controlling fishing or hunting on the premises, provided that the
area of each such sign shall not exceed four (4) square feet.

(4) Plaques not exceeding four (4) square feet in size, which identify the site or the
structure as being registered as a Federal or State historic place.

(5) Traffic and/or pedestrian safety or control signs, such as “Entrance”, “Bxit”, “No
Parking”, etc. may be located as needed, provided that they contain only
information needed for traffic control, and that each sign does not exceed 6 square
feet in area and 5 feet in height, and that such signs do not block visibility or create
a traffic safety hazard. Interior property directional signs may not exceed 12 square
feet in area and 6 feet in height. Such signs shall be constructed of a painted or
printed solid surface material, and shall not be changeable copy signs or banner
signs. Menu-board type signs for drive-thru businesses are also permitted with a
maximum area of 50 square feet and a maximum height of 6 feet.
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(6) Political signs are permitted on private property with permission of the
property owner, provided that they shall not be placed so as to create a traffic
hazard and that they be removed within 5 days after the election for which they
were placed.

(7} Banners or signs for City events or promotions, or similar community events.

(8) Sponsorship signs at athletic fields and similar settings, where the signs are
installed to benefit a non-profit organization, and are located in such a manner as
to be viewed primarily by spectators at sporting or similar events, and not from
roadways or other locations off the property.

(9) Permanent signs identifying a residential development of 5 lots or more, or an
apartment or condominium development, on the property or at the entrance of
such development, provided that such sign shall be not more than 32 square feet
in area, and not more than 6 feet in height, and shall comply with the applicable
setbacks set forth in Section 409.2. For each development, there shall be no more
than one such sign per entrance or street frontage.

409.5 PROHIBITED SIGNS - Applicable in all Zoning Districts ;

(1) Signs with intermittent, flashing or animated lights shall not be. permitted. .
Also, the lighting of any sign shall not cause glare onto any neighboring property
or onto any road right-of-way, or interfere in any way with motorists’ or
pedestrians’ visibility or safety. Signs displaying time and temperature
information are allowed as part of a permitted permanent freestanding pole sign.

(2) Signs which are posted, stapled or otherwise attached to public utility poles,

trees or traffic control signs, except signs which have received written
authorization from the controlling public utility or governmental agency.

(3) Any sign or sign lighting which emulates or resembles traffic signals-or -

N

regulatory highway signage (such as “stop”, “yield” and similar signs).
(4) Portable signs.

(5) Any sign which advertises a business, goods or services not located on the
same property as said sign, except as permitted in Section 409.4.

(6) Any sign located within any publfc highway or street right-of-way, except those

of a duly constituted governmental body, including traffic signs and similar
regulatory notices.

409.6 SIGN MAINTENANCE - Applicable in all Zoning Districts :

All signs in the City shall be maintained in a state of safe and good repair, and
messages on all signs shall be clear and readable. Signs which have deteriorated or
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409.7

409.8

409.9

otherwise present a public hazard shall be removed or repaired by the sign’s owner
and/or the owner of the property upon which the sign is located.

SIGNS ON PROPERTIES WHERE THE PRINCIPAL USE IS RESIDENTIAL:

(1) Home Occupation or Nameplate Sign, displaying the name and address of the
occupant or the profession or activity of the occupant of a dwelling unit, provided
that not more than one (1} such sign shall be erected for each permitted use, and
provided that the area of each such sign shall not exceed two (2) square feet. Each
such sign shall meet the setback requirements of this Ordinance, and shall not
exceed a height of 6 feet.

SIGNS FOR NON-RESIDENTIAL USES IN R-1, R-2, R-3 & R-4 OFFICE
BUILDING AND INSTITUTIONAL ZONING DISTRICTS:

{1) Permanent Freestanding Signs indicating.the name of a church, office
building, school, business, apartment complex or other permitted use on the same
lot therewith, subject to the following:

(a} Number - one such sign for each lot, except on corner lots where a
freestanding sign may be erected on each street frontage.

(b) Height - such signs shall not exceed a height of 10 feet.

(¢} Area - maximum area is 50 square feet, of which not more than 50% of total
sign area may include changeable copy.

(d) Setback - all signs shall be setback in accordance with the setbacks contained
in Section 409.2.

(2) Additional Freestanding Signs: One additional permanent freestanding

bulletin board sign per lot is permitted for churches, schools and other non-profit
organizations, provided that the total area shall not exceed 24 square feet, and the
height shall not exceed 6 feet. The setback requirements in Section 409.2 shall also

apply.

(3) Wall Signs: The total area of all wall signs shall be limited to 2 square feet per
foot of lineal wall length, with a total maximum area of 200 square feet of sign area
per building wall.

(4) Roof Signs: Roof signs are not permitted.

(5) Banner Signs: Banner signs are permitted only as wall signs.

SIGNS IN LIGHT INDUSTRIAL AND HEAVY INDUSTRIAL ZONING
DISTRICTS: '
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(1) Permanent Freestanding Signs indicating the name and nature or products of a

business on the same lot therewith, subject to the following:

(a) Number - one such sign for each lot, except on corner lots where a
freestanding sign may be erected on each street frontage.

(b) Height - such signs shall not exceed a height of 20 feet.

(¢) Area - maximum area is 60 square feet, of which not more than 32 square
feet may include changeable copy.

(d) Setback - all signs shall be set back in accordance with the setbacks contained

in Section 409.2.
(2) Additional Freestanding Signs, Roof Signs and Banner Signs are not
permitted.

(3) Wall Signs: The total area of all wall signs shall be limited to 2 square feet per
foot of lineal wall length, with a total maximum area of 200 square feet of sign area
per building wall.

409.10 SIGNS IN CENTRAL COMMERCIAL AND HIGHWAY COMMERCIAL
ZONING DISTRICTS:

(1) Permanent Freestanding Signs indicating the name and nature of a business on
the same lot therewith, subject to the following:

(a) Number - one such sign for each lot, except on (a) corner lots where a
freestanding sign may be erected on each street frontage, and (b) on a lot having
a frontage which exceeds the minimum requirement of that district, additional
permanent freestanding signs for each 100 feet of excess frontage, but no single
business shall be permitted more than one such sign on any one lot or
contiguous lots. Up to two accessory signs not exceeding three square feet each
may be attached to a permanent freestanding sign.

(b) Height - such signs shall not exceed a height of 20 feet.

(c) Area- maximum base area is 100 square feet, except on a lot having a
frontage which exceeds the minimum requirement of that district where the area
may be increased one square foot for each two feet of excess frontage up to a
maximum of 200 square feet. No more than 32 square feet of any sign may
include changeable copy.

(d) Setback - all signs shall be set back in accordance with the setbacks contained
in Section 409.2. '

(2) Additional Freestanding Signs and Roof Signs are not permitted.

(3) Banner Signs are permitted only as Wall Signs, or located entirely beneath a
permitted permanent building canopy.

(4) Wall Signs: The total area of all wall signs shall be limited to 2 square feet per
foot of lineal wall length, with a total maximurm area of 200 square feet of sign area
per building wall.
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409.11 SIGNS IN PLANNED TECHNICAL PARK DISTRICT: Signs in the Planned
Technical Park District shall be governed by Section 308.33

409.12 ENTRANCE IDENTIFICATION AND/OR DIRECTORY SIGNS FOR CERTAIN
NON-RESIDENTIAL DEVELOPMENTS ;!

Entrance identification and/or directory signs are permitted as a Special Exception in
any zoning district, subject to the following conditions:

A.

Where the facilities to be identified on the sign are medical, dental,
emergency care, governmental, school, public recreation or similar facilities
which provide a necessary public service.

Where the location of the facilities is on a cul-de-sac, private road, dead-end
road or other similar site or sites which are removed from the main traffic
routes of the City, and therefore not easily located by the traveling public.

Where the Zoning Hearing Board determines that the public interest will be
served by the location of a identification / directory sign to assist the public
in locating the public service facilities.

That the total sign area shall not exceed 50 sq. ft. and the total sign height
shall not exceed 10 feet. -

That the sign shall meet all setback and construction requirements of the
Hermitage Zoning Ordinance, and that the location of the sign will not create
a traffic or safety hazard.

That proper and appropriate written approval of the property owner of the
parcel on which the sign is proposed to be located has been secured.

That not more than 10 individual facilities, tenants, etc. shall be listed on a
directory sign, and that the overall quantity of information and the size of
lettering shall be such that the sign does not create a hazard due to a visual
information overload.

That there shall not be more than one identification / directory sign for each
cul-de-sac, private street, dead-end road or other similar location.

1 Section 409.12 added per Ordinance No. 04-2000
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409,13 STANDARDS FOR CONSTRUCTION AND OPERATION OF ELECTRONIC
CHANGEABLE COPY SIGNS:1

A. Electronic Changeable Copy Signs shall contain a complete message, which
shall remain unchanged for a period of no less than 5 seconds. Messages,
including photographs, graphics and backgrounds, may not scroll or exhibit
the illusion of movement in any manner during the time between message
changes. Time and temperature information may change more frequently,
but must do so on a separate portion of the total changeable copy area of the
sign (not alternating with the main message displayed). Emergency
messages (such as severe weather alerts or “Amber Alerts”) as approved by
the City are exempt from the minimum time interval.2

B. The time interval used to change from one complete message or display to
the next complete message or display shall be a maximum of one (1) second.
There shall be no appearance of a visual dissolve or fading, in which any part
of one electronic message or display appears simultaneously with any part
of a second electronic message or display.

C. There shall be no appearance of flashing or sudden bursts of light, and no
appearance of animation, movement, or flow of the message display on any
portion of the sign structure.

D. Any illumination intensity or contrast of light level shall remain constant.

1 Section 409.13 added per Ordinance No. 4-2005

2 Section amended per Ordinance No. 5-2009
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DEFINITIONS FROM THE HERMITAGE ZONING ORDINANCE

Sign - any structure, building, wall or other cutdoor surface, or any device or part

thereof, which displays or includes any letter, word, medel, banner, flag, pennant,

insignia, device or other representations used for announcement, direction, advertisement or
identification. Banners and freestanding signs are included in this Ordinance and controlled by its
provision. The word "sign" includes the word "billboard," but does not include the flag, pennant,
or insignia of any nation, state, city or other political unit, nor traffic or directional signs where
said signs are placed and under the control of a State or local government.

Sign, Accessory - a small sign attached to a permanent freestanding sign, the area
of which is not included in calculating the total sign area of the permanent
freestanding sign.

Sign, Area - the “area of a sign” shall be construed to include all lettering, wording and
accompanying designs and symbols, together with the background which is incidental to the
display itself. Where the sign consists of individual letters or symbols attached to or painted on a
surface, the area shall be considered the smallest rectangle which can be drawn to encompass all
of the letters and symbols. The area for a sign with more than one face shall be computed by
adding together the area of all sign faces visible from any one point, which are part of the same
sign structure. When two sign faces are placed back to back, so that both faces cannot be viewed
from any point at the same time, and when such sign faces are part of the same sign structure and
are not more than 42 inches apart, the sign area shall be computed by the measurement of one of

the faces.

Sign, Banner - a sign constructed of lightweight plastic, vinyl, cloth or similar material,
which is designed to be tied or attached to structural supports.

Sign, Changeable Copy - a sign, or portion of a sign, that is designed so that
characters, letters or illustrations can be changed or rearranged, either manually or electronically,
without altering the face or the surface of the sign.

Sign, Permanent Freestanding - a sign constructed in a permanent location, supported by
structures or poles which are installed in an underground foundation as per the construction
standards contained in Section 409.3.

Sign, Portable - a sign which is designed to be movable, and which obtains some or all of its
structural stability with respect to wind or other normally applied forces by means of its geometry
or character.

Sign, Roof - a sign which is attached to a building and extends in whole or in part more than 2
feet above the highest point of the roof of the building, or extends more than 2 feet beyond any
portion of the roof in a two dimensional elevation view of the side of the building which faces the

same direction as the sign.

Sign, Wall - a sign which is attached to or painted on the wall or sloping roof of a building, and
which does not extend more than 2 feet beyond any portion of the roof in a two dimensional
elevation view of the side of the building which faces the same direction as the sign, and which

does not extend more than2 feet horizontally from the building
wall.



INTERNATIONAL BUILDING CODE
SIGN REQUIREMENTS

APPENDIX H
SIGNS

The provisions contained in this appendix are not mandatory unless specifically referenced in the adopting ordinance,

SECTION H101
GENERAL

H101.1 General. A sign shall not be erected in a manner that
would confuse or obstruct the view of or interfere with exit
signs required by Chapter 10 or with official traffic signs, sig-
nals ordevices. Signs and sign support structures, together with
their supports, braces, guys and anchors, shall be kept in repair
and in proper state of preservation. The display surfaces of
signs shall be kept neatly painted or posted at all times.

H101.2 Signs exempt from permits, The following signs are
exempt from the requirements to obtain a permit before erec-
tion:

1. Painted nonilluminated signs.
. Temporary signs announcing the sale or rent of property.
. Signs erected by transportation authorities.
. Projecting signs not exceeding 2.5 square feet (0.23 m?).

. The changing of moveable parts of an approved sign that
is designed for such changes, or the repainting or reposi-
tioning of display matter shall not be deemed an altera-
tion,

h b W o

SECTION H102
DEFINITIONS

H102.1 General. Unless otherwise expressly stated, the fol-
lowing words and terms shall, for the purposes of this appen-
dix, have the meanings shown herein. Refer to Chapter 2 of the
International Building Code for general definitions.

COMBINATION SIGN. A sign incorporating any combina-
tion of the features of pole, projecting and roof signs.

DISPLAY SIGN. The arca made available by the sign struc-
ture for the purpose of displaying the advertising message.

ELECTRIC SIGN. A sign containing electrical wiring, but
not including signs illuminated by an exterior light source.

GROUND SIGN. A billboard or similar type of sign which is
supported by one or more uprights, poles or braces in or upon
the ground other than a combination sign or pole sign, as de-
fined by this code.

POLE SIGN. A sign wholly supported by a sign structure in
the ground,

PORTABLE DISPLAY SURFACE. A display surface tem-
porarily fixed to a standardized advertising structure which is
regularly moved from structure to structure at periodic inter-
vals.

2003 INTERNATIONAL BUILDING CODE®

PROJECTING SIGN. A sign other than a wall sign, which
projects from and is supported by a wall of a building or struc-
ture.

ROOF SIGN. A sign erected upon or above a roof or parapet of
a building or structure,

SIGN. Any letter, figure, character, mark, plane, point, mar-
quee sign, design, poster, pictorial, picture, stroke, stripe, line,
trademark, reading matter or iflluminated service, which shall
be constructed, placed, attached, painted, erected, fastened or
manufactured in any manner whatsoever, so that the same shall
be used for the attraction of the public to any place, subject, per-
son, firm, corporation, public performance, article, machine or
merchandise, whatsoever, which is displayed in any manner
outdoors. Every sign shall be classified and conform to the re-
quirements of that classification as set forth in this chapter.

SIGN STRUCTURE, Any structure which supports or is ca-
pable of supporting a sign as defined in this code. A sign struc-
ture is permitted to be a single pole and is not required to be an
integral part of the building,

WALL SIGN. Any sign attached to or erected against the wall
of a building or structure, with the exposed face of the signina
plane parallel to the plane of said wall.

SECTION H103
LOCATION

H103.1 Location restrictions. Signs shall not be erected, con-
structed or maintained 50 as to obstruct any fire escape or any
window or door or opening used as ameans of egress or so asto
prevent free passage from one part of a roof to any other part
thereof. A sign shall not be attached in any form, shape or man-
ner 1o a fire escape, nor be placed in such manner as to interfere
with any opening required for ventilation.

SECTION H104
IDENTIFICATION

H164.1 Identification. Every outdoor advertising display sign
hereafter erected, constructed or maintained, for which a per-
mitis required shall be plainly marked with the name of the per-
son, firm or corporation erecting and maintaining such sign and
shall have affixed on the front thereof the permit number issued
for said sign or other method of identification approved by the
building official.

SECTION H105
DESIGN AND CONSTRUCTION

H105.1 General requirements. Signs shall be designed and
constructed to comply with the provisions of this code for use
of materials, loads and stresses.
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APPENDIX H

H105.2 Permits, drawings and specifications. Where a per-
mit is required, as provided in Chapter |, construction docu-
ments shall be required. These documents shall show the
dimensions, material and required details of construction, in-
cluding loads, stresses and anchors. -

H105.3 Wind load. Signs shall be designed and constructed to
withstand wind pressure as provided for in Chapter 16,

H105.4 Seismic load, Signs designed to withstand wind pres-
sures shall be considered capable of withstanding earthquake
loads, except as provided for in Chapter 16.

H105.5 Working stresses. In outdoor advertising display
signs, the allowable working stresses shall conform to the re-
quirements of Chapter 16. The working stresses of wire rope
and its fastenings shall not exceed 25 percent of the ultimate
strength of the rope or fasteners.

Exceptions:

1. The allowable working stresses for steel and wood
shall be in accordance with the provisions of Chapters
22 and 23.

2. The working strength of chains, cables, guys or steel
rods shall not exceed one-fifth of the ultimate strength
of such chains, cables, guys or steel.

H105.6 Attachment. Signs attached to masonry, concrete or
steel shall be safely and securely fastened by means of metal
anchors, bolts or approved expansion screws of sufficient size
and anchorage to safely support the loads applied.

SECTION H106
ELECTRICAL

H106.1 Iumination. A sign shall not be illuminated by other
than electrical means, and electrical devices and wiring shall be
installed in accordance with the requirements of the ICC Elec-
trical Code. Any open spark or flame shall not be used for dis-
play purposes unless specifically approved.

H106.1.1 Internaily iluminated signs. Except as provided
for in Sections 402.14 and 2611, where internally illumi-
nated signs have sign facings of wood or approved plastic,
the area of such facing section shall not be more than 120
square feet (11.16 m?) and the wiring for electric lighting
shall be entirely enclosed in the sign cabinet with a clear-
ance of not less than 2 inches (51 mm) from the facing mate-
rial. The dimensional limitation of 120 square feet (11.16
m?) shall not apply to sign facing sections made from flame-
resistant-coated fabric {ordinarily known as “flexible sign
face plastic™) that weighs less than 20 ounces per square
yard {678 g/m?) and which, when tested in accordance with
NFPA 701, meets the requirements of both the small-scale
test and the large-scale test, or which, when tested in accor-
dance with an approved test method, exhibits an average
burn time for 10 specimens of 2 seconds or less and a burn-
ing extent of 15 centimeters or less.

H106.2 Electrical service. Signs that require electrical service
shall comply with the [CC Electrical Code.
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SECTION H107
COMBUSTIBLE MATERIALS

H107.1 Use of combustibles. Wood, approved plastic or plas-
tic veneer panels as provided forin Chapter 26, or other materi-
als of combustible characteristics similar to wood, used for
moldings, cappings, nailing blocks, letters and latticing, shall
comply with Section H109.1, and shall not be used for other or-
namental features of signs, unless approved.

H107.1.1 Plastic materials, Notwithstanding any other
provisions of this code, plastic materials which burn at a rate
no faster than 2.5 inches per minute (64 mmy/s) when tested
in accordance with ASTM D 635 shall be deemed approved
plastics and can be used as the display surface material and
for the letters, decorations and facings on signs and outdoor
display structures.

H107.1.2 Electric sign faces. Individual plastic facings of
electric signs shall not exceed 200 square feet (18.6 m?) in
area,

H167.1.3 Area limitation. If the area of a display surface
exceeds 200 square feet (18.6 m?), the area occupied or cov-
ered by approved plastics shall be limited to 200 square feet
(18.6 m?) plus 50 percent of the difference between 200
square feet (18.6 m?} and the area of display surface. The
area of plastic on a display surface shall not in any case ex-
ceed 1,100 square feet (102 m?).

H167.1.4 Plastic appurtenances. Letters and decorations
mounted on an approved plastic facing or display surface
can be made of approved plastics.

SECTION H108
ANIMATED DEVICES

H108.1 Fail-safe device. Signs that contain moving sections or
ornaments shall have fail-safe provisions to prevent the section
or ormament from releasing and falling or shifting its center of
gravity more than 15 inches (381 mm). The fail-safe device
shall be in addition to the mechanism and the mechanism’s
housing which operate the movable section or ornament. The
fail-safe device shall be capable of supporting the full dead
weight of the section or ornament when the moving mechanism
releases.

SECTION H108
GROUND SIGNS

H109.1 Height restrictions. The structural frame of ground
signs shall not be erected of combustible materials to a height
of more than 35 {eet (10668 mm) above the ground. Ground
signs constructed entirely of noncombustible material shall not
be erected to a height of greater than 100 feet (30 430 mm)
above the pround. Greater heights are permitted where ap-
proved and located so as not to create a hazard or danger to the
public.

H109.2 Required clearance. The bottom. coping of every
ground sign shall be not less than 3 feet (914 mm) above the
ground or street level, which space can be filled with platform
decorative trim or light wooden construction.
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H109.3 Wood anchors and supports. Where wood anchors or
Supports are embedded in the soil, the wood shall be pressure
treated with an approved preservalive,

SECTION H110
ROOF SIGNS

H1196.1 General. Roof signs shall be constructed entirely of
metal or other approved noncombustible material except as
provided forin Sections H106.1,1 and Hi07.1. Provisions shal
be made for electric grounding of metallic parts. Where com-
bustible materials are permitted in letters or other ornamental
features, wiring and tubing shall be kept free and insulated
therefrom. Roof signs shall be so constructed as to leave a clear
space of not less than 6 feet (1829 mm) between the roof level
and the lowest part of the sign and shall have at least 5 fest
(1524 mm) clearance between the vertical supports thereof. No
portion of any roof sign structure shall project beyond an exte-
rior wall.

Exception: Signs on flat roofs with every part of the roof ac-
cessible.

H110.2 Bearing plates. The bearing plates of roof signs shall
distribute the load directly to or upon masonry walls, steel roof
girders, columns or beams. The building shall be designed to
avoid overstress of these members.

H110.3 Height of solid signé. A roof sign having a solid sur-
face shall not exceed, at any point, a height of 24 feet (7315
mm) measured from the roof surface.

H110.4 Height of open signs. Open roof signs in which the
uniform open area is not less than 40 percent of total gross area
shall not exceed 2 height of 75 feet (22 860 mm) on buildings of
Type 1 or Type 2 construction. On buildings of other construc-
tion types, the height shall not exceed 490 feet {12 192 mm).
Such signs shall be thoroughly secured to the building upon
which they are installed, erected or constructed by iron, metal
anchors, bolts, supports, chains, stranded cables, steel rods or
braces and they shall be maintained in good condition.

H110.5 Height of closed signs. A closed roof sign shall not be
erected to a height greater than 50 feet (15 240 mim) above the
roof of buildings of Type 1 or Type 2 construction, nor more
than 35 feet (10 668 mm) above the roof of buildings of Type 3,
4 or 5 construction.

SECTION H111
WALL SIGNS

H111.1 Materials. Wall signs which have an area exceeding 40
square feet (3.72 m?) shall be constructed of metal or other ap-
proved noncombustible material, except for nailing rails and as
provided for in Sections H106.1.1 and H107.1.

H111.2 Exterior wall mounting details. Wall signs attached
to exterior walls of solid masonry, concrete or stone shall be
safely and securely attached by means of metal anchors, bolts
or expansion screws of not less than 3/, inch (9.5 mm) diameter
and shall be embedded at least 5 inches (127 mm). Wood blocks
shall not be used for anchorage, except in the case of wall signs
attached to buildings with walls of wood. A wall sign shall not
be supported by anchorages secured to an unbraced parapet
wall.
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H111.3 Extension. Wall signs shall not extend above the top of
the wall, nor beyond the ends of the wall to which the signs are
attached unless such signs conform to the requirements for roof
signs, projecting signs or ground signs.

SECTION H112
PROJECTING SIGNS

H112.1 General. Projecting signs shall be constructed entirely
of metal or other noncombustible material and securely at-
tached to a building or structure by metal supports such as
bolts, anchors, supports, chains, guys or steel rods. Staples or
nails shall not be used to secure any projecting sign to any
building or structure. The dead load of projecting signs not par-
allel to the building or structure and the load due to wind pres-
sure shall be supported with chains, guys or steel rods having
net cross-sectional dimension of not less than ¥, inch (9.5 num)
diameter. Such supports shall be erected or maintained at an an-
gle of at least 45 percent (0.78 rad) with the horizontal to resist
the dead load and at angle of 45 percent (0.78 rad) or more with
the face of the sign to resist the specified wind pressure. If such
projecting sign exceeds 30 square feet (2.8 m?) in one facial
area, there shall be provided at least two such supports on each
side not more than 8 feet (2438 mm) apart to resist the wind
pressure.

H112.2 Attachment of supports. Supports shall be secured to
a bolt or expansion screw that will develop the strength of the
supporting chains, guys or steel rods, with 2 minimum %g-inch
(15.9 mm) bolt or lag screw, by an expansion shield. Turn buck-
les shall be placed in chains, guys or steel rods supporting pro-
jecting signs.

H112.3 Wall mounting details. Chains, cables, guys or steel
rods used to support the live or dead load of projecting signs are
permitted to be fastened to solid masonry walls with expansion
belts or by machine screws in iron supports, but such supports
shall not be attached to an unbraced parapet wall. Where the
supports must be fastened to walls made of wood, the support-
ing anchor bolts must go through the wall and be plated or fas-
tened on the inside in a secure manner.

H112.4 Height limitation. A projecting sign shall not be
crected on the wall of any building so as to project above the
roof or comnice wall or above the roof level where there is no
cornice wall; except that a sign erected at a right angle to the
building, the horizontal width of which sign is perpendicular to
such a wall and does not exceed 18 inches (457 mm), is permit-
ted to be erected to a height not exceeding 2 feet (610 mm)
above the roof or cornice wall or above the roof level where
there is no cornice wall. A sign attached to a corner of a build-
ing and parallel to the vertical line of such corner shall be
deemed to be erected at a right angle to the building wall.

H112.5 Additional loads. Projecting sign structures which
will be used to support an individual on a ladder or other ser-
vicing device, whether or not specifically designed for the
servicing device, shall be capable of supporting the antici-
pated additional load, but not less than a 100-pound (445 N)
concentrated horizontal load and a 300-pound (1334 N) con-
ceatrated vertical load applied at the point of assumed or
most eccentric loading. The building component to which
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the projecting sign is attached shall also be designed to sup-
port the additional loads.

SECTION H113
MARQUEE SIGNS

H113.1 Materials. Marquee signs shall be constructed entirely
of metal or other approved noncombustible material except as
provided for in Sections H106.1.1 and H107.1.

H113.2 Attachment. Marquee signs shall be attached to ap-

proved marquees that are constructed in accordance with Sec-
tion 3106,

H113.3 Dimensions, Marquee signs, whether on the front or
side, shali not project beyond the perimeter of the marquee.

H113.4 Height limitation. Marquee signs shall not extend
more than 6 feet (1829 mm) above, nor 1 foot (305 mm) below
such marqguee, but under no circumstances shall the sign or
signs have a vertical dimension greater than 8 feet (2438 mm).

SECTION H114
PORTABLE SIGNS

H114.1 General. Portable signs shall conform to requirements
for ground, roof, projecting, flat and temporary signs where
such signs are used in a similar capacity. The requirements of
this section shall not be construed to require portable signs to
have connections to surfaces, tie-downs or foundations where
provistons are made by temporary means or configuration of
the structure to provide stability for the expected duration of the
installation.

TABLE 4-A
SIZE, THICKNESS AND TYPE OF GLASS PANELS IN SIGNS
MAXIMUM SIZE COF
EXPOSED PANEL MINIMLIM
THICKNESS
Any dimension Area OF GLASS
(inches) (square inches) {inches) TYPE OF GLASS
30 500 s Plain, plate or wired
45 700 M6 Plain, plate or wired
144 3,600 Ya Plain, plate or wired
> 144 > 3,600 4 Wired glass
For S 1 inch = 25.4 mm, ] square inch = 645 mm?,
TABLE 4-B
THICKNESS OF PROJECTION SIGN
PROJECTION MAXIMUM THICKNESS
(feet) {feel)
5 2
4 2.5
3 3
2 3.5
1 4
For SI: 1 fool = 304.8 mn.
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SECTION H115

REFERENCED STANDARDS

ASTM D 635-98 Test Method for

ICCEC-03

NFPA 701-99

Rate of Bumning and/or

Extent and Time of

Burning of Self-Supporting
Plastics in a Horizontal Position

ICC Elecirical Code

Methods of Fire Test for
Flame Propagation of Textiles
and Films

H107.1.4

H106.1,
H106.2

H106.1.1
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CITY OF HERMITAGE SIGN | [ PERMIT NUMBER ]

800 North Hermitage Road ¢ Hermitage, PA 16148
Phone: 724-981-0800 e Fax: 724-981-2008 e« www.hermitage.net CONSTRUCTION PERMIT
APPLICATION

NOTE: THIS PERMIT IS NOT VALID UNTIL ISSUED BY BUILDING CODE OFFICIAL
and PERMIT NUMBER IS ASSIGNED

PAGES 1 & 2 TO BE COMPLETED BY APPLICANT - MUST BE COMPLETED IN INK & CONTAIN ORIGINAL SIGNATURES

APPLICANT INFORMATION rroperty Owner is current holder of legal title to the land according to current tax records

Property Owner Name: Phone:
Address: Cell:

Fax:

Email:

Contractor Name: Phone:
Address: Cell:

Fax:

Email:

Applicant Name: Phone:
Company: Cell:
Address: Fax:

Email:

SIGN INFORMATION

NOTE: Applications for each individual sign must be made separately. Please request one SIGN
PERMIT PACKET from the Hermitage Building Department for each sign that is proposed.

Sign Type: [ New Freestanding Sign [ Addition to Existing Freestanding Sign

|:| New Wall Sign |:| Other Sign:

CONSTRUCTION INFORMATION

Construction Value of Project: $ (Required)

Construction Site Address:

Construction Description:

Business Name:

SITE PLAN O YES, site plan attached O NO, not applicable for wall signs

NOTE: ALL sign applications MUST include a to-scale site plan showing: 1) location of sign on property, 2) distance from NEAR
EDGE of sign to centerline of street (freestanding signs only), 3) distance from side property line(s) (freestanding signs only), 4)
elevation drawings showing height and dimensions of proposed sign, 4) wording on the sign. Failure to submit an accurate site
plan and / or elevation drawings will result in rejection of the application until accurate information is provided.

WORKER’S COMPENSATION INFORMATION Must submit one of the following before permit is issued:
|:| Certificate of Worker’s Compensation Insurance attached |:| Complete Affidavit of Exemption attached

ACKNOWLEDGMENT 1 certify that I am the property owner or that I have the property owner’s authorization to complete this application, and I hereby

agree and confirm that all of the statements contained within this Construction Permit Application are true and correct, and that all accompanying sets of plans
and specifications truly and correctly set forth the extent and character of the work outlined herein, and that the accompanying site plan (if applicable) truly and
correctly represents the above described property and ALL existing structure(s) (if any), or addition(s) to a structure (if any) for which this application for a
Construction Permit has been made. I further agree to abide by any other applicable local, state and federal regulations that may pertain to this application.
EXPIRATION: I understand that this permit becomes invalid unless the authorized construction work begins within 180 days after permit’s issuance or if the
authorized construction work permit is suspended or abandoned for 180 days after the work has commenced. A permit holder may submit a written request for
an extension of time to commence construction for just cause. The Building Code Official may grant an extension of time to commence construction in writing.
A permit may be valid for no more than five years from its issue date.

Signature of Owner or Applicant: Date:

Rev. 8/7/2008 Page 1



PLAN REVIEW FEE

|:| Sign is under jurisdiction of the UCC and must pay Plan Review Fee. (See checklist for UCC exempt signs) = $ 288.00

SIGN INFORMATION

Freestanding Sign: Wall Sign:
Structure Height: Max.: Face Height: Face Width:
Setback to Centerline: Min.:
Setback to Centerline: Min.: Building Wall Length:
(if sign is corner lot)
Setback to Property Line: Min.: 5’
Square Footage of Proposed Sign:
Face Height: Face Width:
Square Footage of Proposed Sign: Square Footage of Existing Sign:

Square Footage of Existing Sign:

Total Square Footage of Sign(s): Total Square Footage of Sign(s):

LOT INFORMATION

Deed Reference #: Mercer County Parcel #:
Zoning District: Additional Zoning District:
Lot #: Subdivision Name: Plan Key:
Land Development Plan Name: Plan Key:
Lot Dimensions: X X X X X X
X X X X X
Lot Area: sq. ft.  Property Located in Floodplain District?: [] Yes, Panel #: [ONo

THIS AREA RESERVED FOR CITY STAFF COMPLETION - APPLICANT DOES NOT WRITE IN THIS AREA:

APPLICATION SUBMISSION RECEIVED DATE: TOTAL DUE FOR PLAN REVIEW: $
PLAN REVIEW FEE VERIFIED BY: DATE PAID: RECEIPT #:

APPLICATION RESUBMISSION RECEIVED DATE: TOTAL DUE FOR PLAN REVIEW: $
PLAN REVIEW FEE VERIFIED BY: DATE PAID: RECEIPT #:
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